
Building Fact Sheet

Slab Heights / Finish Ceiling Heights

Tower Block (18-30) 13’ – 15’

Midrise Block (9-16) 13’ – 15’

Retail GF 19’

Retail Cellar 01 17’-10”

Retail Cellar 02 12’

Building Services

2 service entrances for off-street loading on 80th Street.

HVAC

Each office floor shall be provided with valved and capped 
condenser water for future use by the tenant. It shall be available 
24/7 and the tenant can distribute condenser water for normal 
and supplementary loads as they see fit. The condenser water 
system will have a waterside economizer mode. The tenant shall be 
responsible for providing their own water-cooled AC equipment.

Outside Air

Typical for all Office Floors: Minimum outside air - 20 CFM/Person 
based on 1 Person/100 SF of occupied office space. Additional OA 
for Midrise block: Midrise Block has the option of being provided 
with an additional 100 CFM/Person in accordance with Article 28 to 
accommodate a healthcare tenant and/or a life sciences tenant.

Tenant Electrical Load Capacity

Tower Block (18-30) 18-30 18W/USF

Midrise Block (9-16) 9-16 10W/USF

Column Spacing

Tower Block (18-30) 1 column on floor; 28’ center to façade

Midrise Block (9-16) 6 columns on floor; 30’ center to center

Retail GF 2 columns on floor; 30’ center to center

Retail Subcellars 8 columns on floor; 30’ center to center

Backup Power

Tower Block (18-30) A 30A circuit is provided on each 
tenant floor.

Midrise Block (9-16) A 60A disconnect switch and panel  
fed from the EM bus duct is provided 
on each tenant floor.

Standby Generator

Not provided but can be accommodated for a tenant taking a 
significant amount of space.

Security System

Network camera coverage with remote monitoring and a manned 
security center in the building. Visitor management system with 
provisions for future turnstiles if desired.

Elevators

Tower Block (18-30) 3 Passenger Elevators 
(1 for freight /service if needed)

Midrise Block (9-16) 3 Elevators 
(1 Passenger + 2 Gurney)

Retail GF to Cellar 2 Passenger elevators 
Service Access to Subcellars

Service Access to Subcellars 2 Elevators 
(1 for Retail + 1 for medical offices)

Lobby FInishes

Floor and Desk Grigio Orobico Dark Marble (3/4” Slab)

Eastern Cream (3/4” Slab)

Madreperola (3/4” Slab)

Ceiling Shinnoki W ood Veneer Chocolate Oak

Metal Details Polished Brass

Dark Bronze

Walls Floor tech 3.0 tile (3/8” Matte)

Electrical

Electrical Service will be provided by ConEd at 265/460V, 3 phase.

Life Safety

Fully automatic and manual fire alarm system.

Two fire protection services will be brought into the building. A 
dedicated fire service will be fed from the First Avenue water main, 
and a combination domestic/fire service will be fed from the 79th 
street water main. Combined sprinkler and standpipe risers will be 
provided.

Life safety back-up emergency power distribution will be 
provided via a single 2,000 KW diesel generator. Auxiliary Radio 
Communication System (ARCS) is provided for FDNY use during 
emergencies.

Distributed Antenna System (DAS)

DAS system shall be designed and installed with the capability of 
enabling cell phone carrier services.


